
LEVEL
GROUND

IMMEDIATELY INSIDE BUILDING OR EXTERIOR
FUSED DISCONNECT OR BREAKER PANEL

METERPAN & HUB

CONDUIT CLAMP (QUANTITY-2 MIN.)

GROUND WIRE #4 SOLID COPPER WIRE MIN.

with male adapter, locknut & bushing
PVC (SCH. 80 MIN.) (2-1/2" MIN.)

EMT CLAMPS
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(IF 320 AMP METERPAN - #2 SOLID COPPER WIRE MIN.

GROUND ROD CLAMP

SEE NEC TABLE 250.66 (SHOULD BE PLACED IN EMT CONDUIT)

NOTES:
1. ALL SERVICE SPECIFICATIONS HEREIN SHALL BE INSTALLED PER NATIONAL ELECTRICAL CODE (NEC).
2. "CONTACT SLECA BEFORE ESTABLISHING A METER ENTRANCE LOCATION."

3. CUSTOMER TO FURNISH AND INSTALL ALL MATERIALS UNLESS STATED OTHERWISE.
4. PARISH PERMITS ARE REQUIRED FOR NEW SERVICES.
5. Property owners are responsible for marking and notifying SLECA of any private utilities such as sewer lines, etc. prior

to SLECA digging or trenching on their property.  Damage to private utilities that are not marked or have not been
identified by the property owner to SLECA due to digging or trenching is the responsibility of the property owner.
SLECA is not liable for these damages.

REVISED 8-25-21

SOUTH LOUISIANA ELECTRIC COOPERATIVE ASSOCIATION
METER  INSTALLATION  SPECIFICATIONS

(SINGLE  PHASE - 120/240  VOLT)
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GROUND ROD (COPPERWELD)
5/8" x 8' (TYP.) UPPER END OF ELECTRODE

SHALL BE FLUSH WITH OR BELOW GROUND LEVEL,
(PER NEC 250.53G).

All conductors that are provided by customer shall be copper and

sized as per NEC Codes or as specified below.

LEVEL
GROUND
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WEATHERPROOF DEVICE

A minimum of 8' of the ground rod MUST be in contact with the

soil. The top of the ground rod is permitted to extend a

maximum of 3" above grade only if a 10' rod is used and the

top of the rod is protected.

This drawing depicts a typical installation.

Note: Customer will have to call 811 to have

Underground Utilities Marked before digging in ground.

CONDUIT NIPPLE 
Can be Rigid Metal with locknuts and bushings

or SCH. 80 P.V.C. with ground wire ran inside PVC conduit.

7. Conduit Outlets "LB's" are not allowed anywhere on conduit that attaches to meterpan.


